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INTRODUCTIONINTRODUCTION

This	is	a	step-by-step	guide	with	images	that	will	show	how	to	open	up	your	HP	Pavilion
G7-2289wm	laptop	and	replace	its	fan	and	heat	sink.

A	heat	sink	is	a	crucial	part	of	a	laptop	that	will	help	keep	your	computer	or	laptop	cool
and	properly	working.	But	once	it	is	at	its	max	life	span	or	it’s	not	properly	cooling	your
laptop,	you	can	easily	remove	and	replace	it	to	keep	your	whole	laptop	working	properly.

In	order	to	know	if	you’re	in	need	of	a	fan	and	heatsink	replacement	ask	yourself	the
following	questions:

Is	my	laptop	struggling	to	cool	itself	down	after	moderate	or	intense	usage?
Is	my	laptop’s	fan	working	properly?

When	you	know	your	laptop	is	in	need	of	a	replacement,	now	you	need	to	open	your	laptop
from	the	back	where	the	battery	is	and	from	the	front	where	the	keyboard	rests.

TOOLS:TOOLS:

iFixit	Opening	Tool	(1)
Phillips	#0	Screwdriver	(1)
Thermal	Grease	(1)

PARTS:PARTS:

HP	MU09XL	Laptop	Battery	(1)
HP	Pavilion	G4,	G6,	and	G7	Fan	(1)

Step	1Step	1		—	—	BatteryBattery

Located	on	the	bottom	side	of
your	laptop,	slide	the	battery
release	latch	to	the	left,
towards	the	center	of	the
laptop.

Lift	the	battery	up,	and	pull
towards	the	center	of	the
laptop	to	remove	it.

https://www.ifixit.com/products/ifixit-opening-tool
https://www.ifixit.com/products/phillips-0-screwdriver
file:///Item/Thermal_Grease
https://www.ifixit.com/products/hp-mu09xl-replacement-laptop-battery
https://www.ifixit.com/products/hp-pavilion-g4-g6-and-g7-fan


Step	2Step	2		—	—	Optical	DriveOptical	Drive

Loosen	the	screw	that	secures
the	service	cover	using	a
Phillips	#0	screwdriver.

Lift	the	edge	of	the	service
cover	up	and	forward	until	it’s
at	an	angle	to	remove	it.

Step	3Step	3

Remove	the	screw	that	secures	the	optical	drive	to	the	laptop	using	a	Phillips	#0
screwdriver.

Slide	the	optical	drive	out	of	the	laptop.



Step	4Step	4		—	—	Hard	DriveHard	Drive

Loosen	the	screw	that	secures
the	service	cover	using	a
Phillips	#0	screwdriver.

Pull	the	edge	of	the	service
cover	toward	you	to	remove	it.

Step	5Step	5

Disconnect	the	hard	drive
connector	cable	from	the
motherboard.



Step	6Step	6

Lift	the	front	edge	of	the	hard
drive,	then	pull	the	hard	drive
out	gently.

Step	7Step	7		—	—	KeyboardKeyboard

Remove	all	the	screw	that
secures	the	keyboard	to	the
computer	using	a	Phillips	#0
screwdriver.



Step	8Step	8

Flip	your	laptop	around	to	the	front,	using	an	opening	tool,	pry	around	the	perimeter	of
the	keyboard.

Lift	the	keyboard	from	the	top	backward	towards	the	touch	pad.

Unlatch	the	keyboard	connector	from	the	motherboard	and	remove	the	keyboard.

Step	9Step	9		—	—	Fan	and	Heat	SinkFan	and	Heat	Sink

Remove	the	three	screws	that
hold	the	keyboard	palm	rest	in
place	using	a	Phillips	#0
screwdriver.

Lift	the	palm	rest	up	and	out.



Step	10Step	10

Remove	the	wires	attached	under	the	keyboard.

Step	11Step	11

Pry	open	the	bottom	of	the
laptop	by	using	the	opening
tool	to	open	it	up.	Do	this
around	the	entire	outer	edge	of
the	laptop.



To	reassemble	your	device,	follow	these	instructions	in	reverse	order.

Step	12Step	12

Remove	the	screw	that	holds	the	motherboard	in	place.

Remove	the	wires	attached	to	the	motherboard.

Unplug	the	laptop	fan.

Step	13Step	13

Remove	the	four	screws	that
hold	the	fan	and	heat	sink	in
place.

Remove	the	entire	heat	sink
from	the	laptop.


