
Philips Respironics V200 Esprit Oxygen Flow
Sensor/Valve Replacement

Use this guide to replace the oxygen flow sensor/valve in the Philips Respironics V200 Esprit.

Written By: Ethan Norman

Philips Respironics V200 Esprit Oxygen F… Draft: 2020-07-03Guide ID: 134035 -

This document was generated on 2020-11-28 08:06:29 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 1 of 6



INTRODUCTION

This guide is for the Philips Respironics V200 / Espirit Ventilator, Part Number 580-1000-02 H. The
oxygen flow accuracy test verifies the accuracy of the oxygen flow sensor and function of the oxygen
valve. Information in this guide was sourced from the Service Manual (linked in each step) in chapter
8.5.4 on pages 8-19 and 8-20.
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Step 1 — Oxygen Flow Sensor/Valve

If the ventilator is not already in diagnostic mode, simultaneously press the ALARM RESET and
100% O2 keys on the front panel for approximately five seconds while turning ventilator power on,
then touch OK to enter diagnostic mode. (Service Manual 8-19)



Step 2

Reconnect the oxygen source to the ventilator. ( Service Manual 8-19)

Philips Respironics V200 Esprit Oxygen F… Draft: 2020-07-03Guide ID: 134035 -

This document was generated on 2020-11-28 08:06:29 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 3 of 6

file:///Document/uHU5MIrC51dBUcNN/Philips+Respironics+V200+Espri.pdf
file:///Document/uHU5MIrC51dBUcNN/Philips+Respironics+V200+Espri.pdf


Step 3

Touch Oxygen on the Hardware
screen and set the flow to 1 LPM.
Verify that the O2Position display
reads from 185 to 525 steps.
(Service Manual 8-19)



Step 4

Touch Oxygen and set the flow to
180 LPM. Check that the O2
Position display corresponds to the
set altitude: (Service Manual 8-19)
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Step 5

Connect a patient circuit and analyzer to the ventilator. (Service Manual 8-19)

Step 6

Set the analyzer’s function to read LPM mode and gas select to O2 (set a high flow range capable
of measuring 180 LPM oxygen). (Service Manual 8-19)
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To reassemble your device, follow these instructions in reverse order.

Step 7

Check that set oxygen flow
corresponds to measured flow:
(Service Manual 8-19/20)



Step 8

The oxygen flow accuracy test is complete. (Service Manual 8-20)
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