
ウェアにテープ留めウェアにテープ留め（（面ファスナー面ファスナー））を縫い付けを縫い付け

る方法る方法

ウェアにテープ留め（面ファスナー）を縫い付ける方法を説明します。

作成者: Brittany McCrigler
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はじめにはじめに

Hook-and-loop tape, also known by the common brand, Velcro, is a widely used fastener for clothing
of all types. The hook-and-loop tape on your clothing provides a reliable way to close two pieces of
fabric together without much hassle. This guide shows you how to sew hook-and-loop tape onto
your fabric. If you have worn out hook-and-loop tape that needs to be replaced, you can use these
same directions, but simply remove the stitches on your old hook-and-loop tape first, by using a
seam ripper.In this guide we are using contrasting thread for visibility. When it comes time to do your
actual project, you'll want to use thread that matches the color of your hook-and-loop tape.

For replacement parts or further assistance, contact Patagonia Customer Service.

ツールツール:
Sewing Machine (1)
Sewing Pins (1)
万能ハサミ (1)

部品部品:
Hook and Loop Tape (1)

ウェアにテープ留め（面ファスナー）を縫… 下書き： 2017-08-01ガイド ID: 19452 -

ã “ã ®æ–‡æ›¸ã ¯2020-12-26 12:55:56 AM (MST)ã «ä½œæˆ ã •ã‚Œã ¾ã —ã Ÿã€‚

© iFixit — CC BY-NC-SA jp.iFixit.com ãƒšãƒ¼ã‚¸7ã ®2

file:///Item/Sewing_Machine
http://www.amazon.com/Dritz-Pearlized-Straight-Pins-Size-120/dp/B000YZASD0/ref=sr_1_1?s=arts-crafts&ie=UTF8&qid=1346087338&sr=1-1&keywords=Sewing+Pins
https://store.ifixit.fr/products/utility-scissors
http://www.amazon.com/Black-Hook-Loop-Velcro-Style/dp/B003KWLIO2/ref=sr_1_2?s=office-products&ie=UTF8&qid=1346099905&sr=1-2&keywords=hook+and+loop


手順手順 1 — ウェアにテープ留めウェアにテープ留め（（面ファスナー面ファスナー））を縫い付ける方法を縫い付ける方法

 

ウェアにテープ留め（面ファスナー）を配置します。

テープ留めをまち針で留めます。
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手順手順 2

 

ミシンの押さえ金の下にテープ留めの右上の角を合わせて生地を配置します。押さえ金を下ろし

ます。



はずみ車を使って針を生地に沈めます。

はずみ車はミシンの前進方向にのみ回します。これは一般的には手前になります。後ろに回す

とミシンの糸調子が狂い糸がもつれる原因となります。詳細はミシンの取扱説明書を参照して

ください。
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手順手順 3

  

テープ留めの縁を次の角まで縫います。

まち針を外します。

ミシンの針が下りている状態でまち針を外します。針が下りていない場合ははずみ車を使って針

を生地に沈めます。


手順手順 4

  

針が下りた状態で押さえ金を上げます。

生地を反時計回りに90度回転させます。
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手順手順 5

 

押さえ金を下ろしテープ留めの２辺目を縫います。

残りの２辺も縫います。１辺を縫い終わったら針を下ろした状態で押さえ金を上げ、生地を回転
させて次の辺を縫います。



手順手順 6

 

最後の辺を縫い終わったら、糸がほどけないように返し縫いをします。
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手順手順 7

  

糸を切って生地をミシンから外します。

余分な糸を切り落とします。

テープ留めのもう片面も同様に縫います。
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