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This	guide	will	help	you	remove	the	cover...
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INTRODUCTIONINTRODUCTION

This	guide	will	help	you	remove	the	cover	plates	from	your	Canon	Powershot	SD790	IS
digital	camera.	Removing	the	cover	plates	would	be	useful	to	you	if	you	are	trying	to	access
the	inside	of	your	camera,	which	would	allow	you	to	fix	any	repairs	that	are	needed.

TOOLS:TOOLS:

Phillips	#0	Screwdriver	(1)

Step	1Step	1		—	—	Canon	Powershot	SD790	ISCanon	Powershot	SD790	IS

1.	Use	a	Phillips	#0	screwdriver	to	remove	the	six	screws	from	the	sides	of	the	camera.
2.	Hold	the	mini-USB	cover	open.	Gently	grip	and	remove	the	side	cover.	3.	Grip	the
camera	from	the	sides	and	carefully	remove	the	screen	cover.

https://www.ifixit.com/products/phillips-0-screwdriver


Step	2Step	2

Hold	the	mini-USB	cover	open.

Gently	grip	and	remove	the	side	cover.

Step	3Step	3

Grip	the	camera	from	the	sides	and	carefully	remove	the	screen	cover.
Start	at	the	bottom	edge	and	slowly	lift	up	the	cover.
Be	very	careful	removing	the	cover	in	the	area	with	the	camera/video	switch.

Remove	the	front	cover	while	continuing	to	grip	the	sides	of	the	camera.

After	removing	the	screen	cover,	remove	the	screw	by	the	power	switch	that	anchors
the	side	plate	to	separate	the	sides	from	the	camera.



To	reassemble	your	device,	follow	these	instructions	in	reverse	order.

Use	a	Phillips	#0	screwdriver	to	remove	the	six	screws	from	the	sides	of	the	camera.

Hold	the	mini-USB	cover	open.	Gently	grip	and	remove	the	side	cover.

Grip	the	camera	from	the	sides	and	carefully	remove	the	screen	cover.


