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You	can	install	hard	drives	up	to	9.5mm	thick.
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INTRODUCTIONINTRODUCTION

You	can	install	hard	drives	up	to	9.5mm	thick.

TOOLS:TOOLS:

Coin	(1)
Phillips	#00	Screwdriver	(1)
TR8	Torx	Security	Screwdriver	(1)

PARTS:PARTS:

MacBook	and	MacBook	Pro	(Non-
Retina)	SSD	Upgrade	Kit	(1)
250	GB	SSD	(1)
500	GB	SSD	(1)
1	TB	SSD	(1)
500	GB	5400	RPM	2.5"	Hard	Drive	(1)
500	GB	SSD	Hybrid	2.5"	Hard	Drive
(1)
1	TB	5400	RPM	2.5"	Hard	Drive	(1)
MacBook	Hard	Drive	Bracket	(1)
Universal	Drive	Adapter	(1)
750	GB	7200	RPM	Seagate	SATA
Hard	Drive	(New)	(1)
320	GB	5400	RPM	2.5"	Hard	Drive	(1)

Step	1Step	1		—	—	BatteryBattery

Use	a	coin	or	spudger	to	rotate
the	battery-locking	screw	90
degrees	clockwise.

https://www.ifixit.com/products/coin
https://www.ifixit.com/products/phillips-00-screwdriver
https://www.ifixit.com/products/tr8-torx-security-screwdriver
https://www.ifixit.com/products/macbook-and-macbook-pro-non-retina-ssd-upgrade-kit
https://www.ifixit.com/products/250-gb-ssd
https://www.ifixit.com/products/500-gb-ssd
https://www.ifixit.com/products/1-tb-ssd
https://www.ifixit.com/products/500-gb-5400-rpm-2-5-hard-drive
https://www.ifixit.com/products/500-gb-5400-rpm-2-5-hard-drive
https://www.ifixit.com/products/1-tb-5400-rpm-2-5-hard-drive
https://www.ifixit.com/products/macbook-hard-drive-bracket
https://www.ifixit.com/products/universal-drive-adapter
http://www.amazon.com/Seagate-Momentus-Internal-Notebook-ST9750420AS/dp/B004MME0N0/ref=sr_1_1?ie=UTF8&qid=1397154313&sr=8-1&keywords=750+GB+7200+RPM+Seagate+SATA+Hard+Drive
https://www.amazon.com/s/ref=nb_sb_noss?url=search-alias%3Daps&field-keywords=320+GB+5400+RPM+2.5%22+Hard+Drive


Step	2Step	2

Lift	the	battery	out	of	the
computer.

Step	3Step	3		—	—	Memory	CoverMemory	Cover

Unscrew	the	three	evenly-
spaced	Phillips	screws	from
along	the	rear	wall	of	the
battery	compartment.

The	screws	are	captive	to	the
metal	memory	cover	so	you
cannot	lose	them.

Using	The	Flexible	Extension
sold	by	iFixit	will	help	with	this
step.



Step	4Step	4

Grasp	the	right	end	of	the	L-
shaped	memory	cover,	then
pull	it	towards	you	so	it	clears
the	battery	compartment
opening.

Lift	the	memory	cover	up	and
out	of	the	computer.

Step	5Step	5		—	—	Hard	DriveHard	Drive

Grasp	the	white	plastic	tab
attached	to	the	hard	drive	and
pull	it	to	the	right,	removing
the	hard	drive	from	the
computer.

The	hard	drive	goes	back	into
its	compartment	with	the	label
facing	down.



Step	6Step	6		—	—	Hard	DriveHard	Drive

Remove	the	two	black	T8	Torx
screws	securing	the	silver
bracket	to	the	hard	drive.

There	are	two	types	of	screws
on	this	caddy:	one	with	a
flange	below	the	head	of	the
screw,	and	one	without.	Make
note	that	the	screws	without
the	flange	go	in	the	two	holes
closest	to	the	SATA	connector.

Step	7Step	7

Rotate	the	hard	drive	and
remove	the	two	black	T8	Torx
screws	on	the	other	side	of	the
drive.



To	reassemble	your	device,	follow	these	instructions	in	reverse	order.

Step	8Step	8

Lift	the	silver	metal	hard	drive
bracket	off	the	hard	drive.

You'll	need	to	transfer	this
metal	bracket	to	your	new
hard	drive.

If	you	are	installing	a	new	hard
drive,	we	have	an	OS	X	install
guide	to	get	you	up	and
running.

https://www.ifixit.com/Guide/How+to+Install+macOS+High+Sierra/751

